
3708E
16-Point Isolated TMR Thermocouple Input Module

Product scope
• Reads sixteen differential thermocouple points with channel isolation.

• Supports J, K, T and E thermocouple types selected in TriStation 1131.

• Adds a dedicated cold-junction fault indicator to the standard module diagnostics.

Manufacturer source
Tricon Product Guide 01-9302048-MM-001, Thermocouple Input Module Specifications.

This web-optimized copy retains only product-relevant manufacturer information.
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3708E verified technical reference
16-Point Isolated TMR Thermocouple Input Module

Exact product identity
Triconex 3708E is a 16-point isolated TMR thermocouple input module for J, K, T and E sensors with 50 ms updates
and cold-junction diagnostics.

Manufacturer Triconex

Model 3708E

Product family Tricon v9–v11 Thermocouple Input Modules

Product type Isolated TMR Thermocouple Input Module

Architecture TMR thermocouple input

Input signals 16 differential, isolated

Thermocouple types J, K, T, E

Input update rate 50 ms

Input resistance 30 MΩ minimum

Common-mode
rejection

-90 dB at 0–60 Hz minimum; -100 dB at DC minimum

Common-mode range ±200 VDC maximum

Leg-to-leg isolation 20 kΩ typical

Input point protection 110 VAC continuous

Reference-junction
compensation

0°C to 60°C

Indicators Pass, Fault, Active, CJ Fault

Color code Deep yellow

Manufacturer source
Tricon Product Guide 01-9302048-MM-001, Thermocouple Input Module Specifications.

Only facts that can be matched to the exact ordering code are included in this product reference.
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Product Specifications

Thermocouple Input Modules

Thermocouple Input (TC) modules 
include three independent input chan-
nels. Each input channel receives vari-
able voltage signals from each point, 
performs thermocouple linearization 
and cold-junction compensation, and 
converts the result to degrees Celsius or 
Fahrenheit. Each channel then trans-
mits 16-bit signed integers representing 
0.125 degrees per count to the three 
Main Processors on demand. In TMR 
mode, a value is then selected using a 
mid-value selection algorithm to ensure 
correct data for every scan.

Each Thermocouple Input Module is 
programmable to support one 
thermocouple type, selected from J, K 
and T for standard Thermocouple Input 
Modules and from J, K, T, and E for 

Failure of any diagnostic on any 
channel activates the Fault indicator, 
which in turn activates the chassis 
alarm signal. The module Fault indi-
cator merely reports a channel fault, not 
a module failure. The module continues 
to operate properly with as many as two 
faulty channels.

Thermocouple Input Modules support 
hot-spare capability, which allows 
online replacement of a faulty module. 
Thermocouple Input Modules require a 
separate external termination panel 
(ETP) with a cable interface to the 
Tricon controller backplane.

Each module is mechanically keyed to 
prevent improper installation in a 
configured chassis.

isolated Thermocouple Input Modules. 
The isolated module allows users to 
select upscale or downscale burnout 
detection with the TriStation 1131 
software. For non-isolated modules, 
upscale or downscale burnout detection 
depends on the field termination 
selected.

Triplicated temperature transducers 
residing on the field termination panel 
support cold-junction compensation. 
Each channel of a Thermocouple Input 
Module performs auto-calibration 
using internal precision voltage refer-
ences. On the isolated module, a 
faulting cold-junction transducer is 
annunciated by a cold-junction indi-
cator on the front panel.

Each module performs complete 
ongoing diagnostics on each channel. 

Thermocouple Input Module Specifications

Model Number 3706A 3708E

Type TMR, thermocouple TMR, thermocouple

Number of input signals 32 differential, DC coupled 16 differential, isolated

Isolated points No Yes

Input update rate 50 ms, maximuma

a. Inputs frozen for one second upon insertion of spare module.

50 ms

Thermocouple types supportedb

b. Selected using the TriStation 1131 software.

J, K, T J, K, T, E

Accuracy/temp range See Table A See Table B

Input resistance (load) 22 M (DC), typical 30 M (DC), minimum

Noise rejection

   Common mode -85 dB @ 0-60 Hz, minimum
-95 dB @ DC, typical

-90 dB @ 0-60 Hz, minimum
-100 dB @ DC, minimum

   Normal mode -17 dB @ 60 Hz -3 dB @ 8 Hz, typical
-17 dB @ 60 Hz, typical

Common mode range ±10 VDC max. (channel-to-channel
  or channel-to-ground)

±200 VDC, max (channel-to-channel
   or channel-to-ground)

Leg-to-leg isolation 200 K, typical 20 K, typical

Input point protection 110 VAC, continuous 110 VAC, continuous

Reference junction compensation range 32°-140° F (0°-60° C) 32°-140° F (0°-60° C)

Diagnostic indicators PASS, FAULT, ACTIVE PASS, FAULT, ACTIVE, CJ FAULT

Color code Tan Deep yellow
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Accuracy of Thermocouple Types for Model 3706A

Accuracya

(TC Termination Module @ 32-140F [0-60C])

TC Type Temperature Range
Ta = 77F (25C)
(Typical)

Ta = 32-140F (0-60C)
(Maximum)

J
 -250 to 32° F (-157 to 0° C° C) ± 5.0° F (2.8° C) ± 7.0° F (3.9° C)

>32 to 2000° F (0 to 1093° C) ± 4.0° F (2.3° C) ± 5.0° F (2.8° C)

K
-250 to 32° F (-157 to 0° C) ± 6.0° F (3.4° C) ± 9.0° F (5.0° C)

>32 to 2500° F (0 to 1371° C) ± 4.0° F (2.3° C) ± 6.0° F (3.4° C)

T
-250 to 32° F (-157 to 0° C) ± 5.0° F (2.8° C) ± 9.0° F (5.0° C)

>32 to 752° F (0 to 400° C) ± 3.0° F (1.7° C) ± 5.0° F (2.8° C)

Accuracy of Thermocouple Types for Model 3708E

Accuracya

(TC Termination Module @ 32-140F [0-60C])

TC Type Temperature Range Ta = 77F (25C)
(Typical)

Ta = 32-140F (0-60C)
(Maximum)

J
 -238 to 32° F (-150 to 0° C) ± 3.0° F (1.7° C) ± 9.0° F (5.0° C)

>32 to 1400° F (0 to 760° C) ± 5.5° F (3.1° C)

K
-238 to 32° F (-150 to 0° C) ± 4.0° F (2.3° C) ± 8.0° F (4.5° C)

>32 to 2284° F (0 to 1370° C) ± 7.0° F (3.9° C)

T
-250 to 32° F (-161 to 0° C) ± 3.0° F (1.7° C) ± 8.5° F (4.8° C)

>32 to 752° F (0 to 400° C) ± 4.5° F (2.5° C)

E -328 to 32° F (-200 to 0° C) ± 3.0° F (1.7° C) ± 8.0° F (4.5° C)

± 5.0° F (2.8° C)>32 to 1830° F (0 to 999° C)

a. Accuracy specifications account for errors related to reference-junction compensation, but do not account for errors caused by temperature gradients between
the temperature transducers and the TC terminations. The user is responsible for maintaining a uniform temperature across the TC Termination Module.
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3708E engineering review
16-Point Isolated TMR Thermocouple Input Module

Configuration and integration
Triconex 3708E measures sixteen differential, isolated thermocouple signals across three independent channels. It
linearizes the selected thermocouple type, applies cold-junction compensation and reports signed temperature
values to the main processors.

The module supports J, K, T and E sensors with a 50 ms update rate. Its front-panel CJ Fault indication identifies a
failed cold-junction transducer while continuous diagnostics monitor the remaining acquisition paths.

The entire module is configured for one thermocouple type at a time, and burnout direction is selected in TriStation
1131. Confirm sensor metallurgy, ETP temperature uniformity, cable polarity and isolation requirements before
commissioning.

Installation attention
3708E requires uniform temperature across the thermocouple termination module; gradients at the cold-junction
sensors can reduce stated measurement accuracy.

Verified functional points
Applications
• Monitors furnace, reactor and combustion temperatures using supported thermocouple types.

• Provides isolated temperature acquisition for safety trips and permissive logic.

• Detects cold-junction transducer problems through the dedicated front-panel indication.

Thermocouples
• One module configuration accepts type J, K, T or E thermocouples as selected in engineering software.

• Sixteen differential inputs preserve the documented isolated measurement arrangement.

• Each count represents 0.125 degrees in the signed temperature value delivered to the processors.

Cold-Junction
• Triplicated temperature transducers on the termination panel provide cold-junction compensation.

• Temperature must remain uniform across the termination assembly to maintain the published accuracy.

• A failed cold-junction transducer is annunciated by the dedicated CJ Fault indicator.

Diagnostics
• Continuous tests supervise every acquisition channel during normal operation.

• A channel diagnostic failure lights the module Fault indicator and activates the chassis alarm.

• Hot-spare capability permits online replacement within the documented maintenance procedure.

Source record
Tricon Product Guide 01-9302048-MM-001, Thermocouple Input Module Specifications.
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