
200-510-078-115
VM600 MPC4 Machinery Protection Card

Product scope
• Maintains independent programming for four dynamic and two speed channels.

• Offers standard, separate-circuit and safety architectures within the MPC4 family.

• Provides programmable Alert, Danger and OK behavior with visible front-panel indication.

Manufacturer source
Vibro-Meter VM600 MPC4 machinery protection card data sheet, document DS 268-069.

This web-optimized copy contains only verified information relevant to the stated ordering code.

Request a fast quote Product reference

Email: info@apterpower.com
Phone: +86 18106909650
apter.com/inquiry.php

200-510-078-115

The enclosed manufacturer pages are reproduced without alteration to technical content. External interactive links and unrelated pages are
excluded from this web-optimized copy.



APTER POWER · VERIFIED PRODUCT REFERENCE

200-510-078-115 verified configuration
VM600 MPC4 Machinery Protection Card

Exact product identity
Vibro-Meter 200-510-078-115 is a six-channel VM600 MPC4 card for machinery protection, programmable alarm
voting and speed-referenced vibration monitoring.

Product classification
Manufacturer: Vibro-Meter

Product family: VM600 Machinery Protection System

Product type: Machinery Protection Card

Installation attention
200-510-078-115 must be matched to the installed MPC4 architecture and IOC4T pair; restore channel scaling and
alarm logic only from the approved rack configuration.
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200-510-078-115 technical specifications
Verified product data · section 1 of 2

Parameter Verified value

Ordering number 200-510-078-115

Product family VM600 MPC4

Module function Continuously online machinery protection

Dynamic channels 4, individually programmable

Tachometer channels 2, individually programmable

Sensor power Integrated supplies for sensors and signal conditioners

Processing Real-time digital signal processing

Serviceability Hot-swappable

Filter types Programmable broad-band and narrow-band

Tracking function Simultaneous amplitude and phase in order-tracking mode

Alarm thresholds Programmable Alert, Danger and OK set points

Adaptive limits Adaptive Alert and Danger levels
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200-510-078-115 technical specifications
Verified product data · section 2 of 2

Parameter Verified value

Buffered access Front-panel BNC raw-signal connectors

Status indication Front-panel LEDs

Operating modes Protection and basic condition monitoring

Available architectures Standard, separate-circuits and safety versions

Rack family VM600

Companion interface IOC4T input/output card

Protection outputs Alert, Danger and OK logic

Channel setup Software programmable

Target assets Rotating machinery
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200-510-078-115 application and
integration guide
VM600 Machinery Protection System

Applications
• Supervises shaft relative vibration and casing vibration in central VM600 racks.

• Uses tachometer references for phase-stable analysis of rotating components.

• Supports protective monitoring on turbines, motors, fans and balance-of-plant machinery.

Model-specific integration points
Sensor Power

• Integrated supplies support documented IEPE accelerometers and proximity-measurement systems.

• The selected sensor chain must remain within the card’s configured power and signal limits.

• Channel health depends on matching sensor bias, polarity and conditioner type before enabling protection.

Order Tracking

• Two programmable tachometer channels provide speed and phase references.

• Amplitude and phase are evaluated simultaneously against rotating orders.

• Tracked measurements remain associated with their configured dynamic channels during speed changes.

Safety & Compliance

• Use the correct MPC4 architecture when a separate-circuits or safety application is specified.

• Alarm set points and channel bypasses must follow the approved machinery-protection procedure.

• Hot insertion is permitted only under the documented VM600 rack and site-safety controls.
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200-510-078-115 manufacturer source
record
Vibro-Meter VM600 MPC4 machinery protection card data sheet, document DS
268-069.

Source used for verification
Vibro-Meter VM600 MPC4 machinery protection card data sheet, document DS 268-069.

Manufacturer document location
https://catalogue.meggittsensing.com/wp-content/uploads/2020/09/DS_VM600_MPC4-en.pdf

Editorial scope
Technical values are preserved from the cited manufacturer material and limited to the product or documented family
configuration.

No third-party sales claims, unrelated product pages, external hyperlinks or non-Apter contact details are included.
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