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10.8 Expansion module EM PC 

Technical data of EM PC    

Table 10- 7 Technical data of EM PC 

Product version 
Order no.: 6ES7677-1DD50-2AA0 
Hardware version 01 
Power loss, typically 14 W from extension bus; incl. 2 x 0.5 A for USB = 

5 W 
Diagnostics  
Diagnostic Functions Yes; ON LED, CARD LED for displaying accesses 

on SD/MMC, CF 
EMC 
Limit class A, for use in industrial areas Yes 
Environmental requirements 
Operating temperature  
 Min. 0 °C 

 Max. 50 °C 

Storage/transport temperature  
 Min. -40 °C 

 Max. 70 °C 

Degree of protection 
IP 20 Yes 
Standards, approvals, certificates 
CE label Yes 
CSA approval Yes 
cULus Yes 
FM approval Yes 
ATEX approval  Yes 
Interfaces 
Free slots 1 x slot for CF card; 1 x slot for SD/MMC 
Graphics interface  1 x DVI-I 
Serial interface 1 x V.24 (RS232) 
USB 2 x USB 2.0 high-speed / 500 mA 
Ethernet Onboard, 10/100/1000 mbps, RJ45 
Dimensions and weight 
Width (mm) 80; without bus connector extension bus 
Height (mm) 125 
Depth (mm) 115 
Weight (kg) Approx. 0.4 


