
Plant-wide • One System
The Bently Nevada™ Orbit 60 Series Protection and Condition 
Monitoring System provides one continuous, online 
monitoring system for both critical and plant-wide 
applications.

Cyber Secure • Data Isolation
Orbit 60 Series data isolation creates a safe industrial data 
environment designed to meet IEC 62443-4-2 with world 
class network security features and segregation of protection 
and condition monitoring functions.

Modular • Flexible • Scalable
The Orbit 60 Series system is deployable in any combination 
of rackmounted and distributed hardware. This provides for 
better alignment of instrumentation to the machinery 
application.

High Speed Process Data Integration
Next generation architecture facilitates full bi-directional 
communications with plant control systems over a suite of 
standard protocols.

Extended Field Wiring Length
With the Orbit 60 Series distributed architecture, connection 
of multiple chassis through Bridge modules decreases overall 
electrical installation costs, reduces analog ground loops and 
noise issues, and moves key maintenance activities further 
from hazardous areas.

Industry Leading System Capabilities
The Orbit 60 Series supports monitoring of one or multiple 
machine trains in a single deployment. One System Interface 
Module (SIM) defines each system and can encompass up to 
68 dynamic channels.
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Specifications
Orbit 60 System

Full-Load Chassis

Power Consumption

3U 19" full load Typical: 120 Watts
Maximum: 180 Watts

6U 19" full load Typical: 160 Watts 
Maximum: 300 Watts

The Orbit 60 Series system was 
qualified with the power supplies 
listed in datasheet 142M8947. Use of 
a reduced wattage power supply 
may result in changed behavior 
under fault conditions.

Characteristics

3U Current 
Draw:

8.6 Amps Max

6U Current 
Draw:

14.3 Amps Max

Voltage Input +21 to +32 Vdc

Out of Range 
Protection

An undervoltage does not 
harm the PIM. 

An overvoltage causes the 
replaceable fuse to open.

Chassis 
Loading

No minimum chassis loading 
is required.

Outputs

Power OK LED Input Voltage to PIM is within 
acceptable levels

Weight

3U 19" Chassis 32 lbs (14.5 kg)

6U 19" Chassis 64 lbs (29.03 kg)
 

System Physical Dimensions

3U Standard Chassis (19")

See System Modules User Guide (142M9080) 
for detailed dimensions with illustrations.

Width 19" (48.26 cm)

Height 5.2" (13.21 cm)

Depth 9.67" (24.56 cm): panel and rack 
mount

9.76" (24.79 cm): bulkhead mount

6U Standard Chassis (19")

See System Modules User Guide (142M9080) 
for detailed dimensions with illustrations.

Width 19" (48.26 cm)

Height 10.45" (26.5 cm)

Depth Depth values includemounted 
power supplies. 

14.54" (36.94 cm): panel and rack 
mount

14.64" (37.18 cm): bulkhead mount

Single Wide Module

Width 0.8" (2.03 cm)

Height 5.2" (13.21 cm)

Depth 9.67" (24.56 cm)

Double Wide Module

Width 1.64" (4.17 cm)

Height 5.2" (13.21 cm)

Depth 9.67" (24.56 cm)
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Environmental Limits 
(All Modules)

Environmental Limits

Chassis 
Operating 
Temperature 
Range       

(indoor use 
only)

3U Chassis:
-30°C to +70°C 
 (-22°F to 158°F) 
6U Chassis:
-30°C to +65°C 
 (-22°F to 149°F) 

Temperatures over 
50°C (122°F) require 
forced air convection 
with a minimum 
airspeed of 0.5 m/s.

Module 
Temperature 
Rating 
Certification

-30°C to +70°C 
(-22°F to 158°F)

When using a 
Bridge module in a 
3U chassis, 
temperatures over 
55°C (131°F) require 
forced air 
convection with a 
minimum airspeed 
of 0.5 m/s.

You must still meet 
the Chassis 
Operating 
Temperature  Range 
defined above.

Storage 
Temperature 
Range

-40°C to +85°C       
(-40°F to 185°F)      

Relative 
Humidity

0% to 95% rH non-condensing 
operating and storage

Vibration Without Isolators:
0 g to 0.35 g @ 57-500 Hz

With Isolators:
0 g to 5 g @ 57-500 Hz

Environmental Limits

Shock 2” Incline Drop 

Altitude < 2000 m (6,562 ft)

Higher altitudes are 
possible but are site 
specific 
applications. 
Contact Bently 
Nevada 
support if you 
require higher 
altitudes.

Pollution 
Degree

Pollution Degree 2

Installation 
Category

Category II

Verify that temperature ratings on the 
wiring cables match the operating 
temperature range. 

CAUTION 
LOCATION TEMPERATURE 
AND HUMIDITY

While the system has been 
tested and capable of achieving 
the design life when operating in 
environments up to 70°C, 
whenever operating any 
electronics system in elevated 
humidity or temperatures 
exceeding 40°C, adding 
environmental controls 
maximizes the operational life of 
the system.
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Compliance and Certifications
FCC

This device complies with part 15 of the 
FCC Rules. Operation is subject to the 
following two conditions:

 l This device may not cause harmful 
interference.

 l This device must accept any 
interference received, including 
interference that may cause 
undesired operation.

EMC
European Community Directive:

EMC Directive 2014/30/EU

Standards:

EN 61000-6-2; Immunity for 
Industrial Environments
EN 61000-6-4; Emissions for 
Industrial Environments

Electrical Safety
European Community Directive:

LV Directive 2014/35/EU

Standards:

EN 61010-1;
EN 61010-2-201;

†India - Battery EPR Marking

GE Oil & Gas India Private Limited

EPR Certificate No.: 1.1595372902047E+20

†Applies to 60R/BRG01, 60R/CGW01
60R/SIM01, 60R/PPM01, and 

60R/CMM01

RoHS
European Community Directive:

RoHS Directive 2011/65/EU

Cyber Security
Designed to meet IEC 62443-4-2

 

*Maritime
ABS Rules for Condition of Classification, 
Part 1

 l Steel Vessels Rules
 l Offshore Units and Structures

*Recorder Output module, Bridge 
module, and 6U systems 

approvals pending

Functional Safety
SIL 1 Certified / SIL 2 Capable

See the Orbit 60 Series SIL User Guide 
(134M0398) for details regarding SIL 
implementation for SIL 1 simplex and SIL 2 
redundancy applications.

PROFINET Field Device Certification 
Standards

PROFINET V2.4MU3
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Hazardous Area Approvals
For the detailed listing of country and 
product-specific approvals, refer to 
the Approvals Quick Reference Guide 
(108M1756). 

For additional technical 
documentation, please log in to 
bntechsupport.com and  access the 
Bently Nevada Media Library. 

cNRTLus
Class I, Zone 2: AEx/Ex ec nC IIC T4 Gc;
Class I, Zone 2: AEx/Ex nA nC IIC T4 Gc;
Class I, Division 2, Groups A, B, C, D T4;
Class I, Division 2, Groups A, B, C, D T4 
(N.I.);

T4 @ Ta= -30˚C to +70˚C (-22˚F to +158˚F)

ATEX/IECEx

II 3 G
Ex ec nC IIC T4 Gc
Ex nA nC IIC T4 Gc

T4 @ Ta= -30˚C to +70˚C (-22˚F to +158˚F)
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* Relay modules are SIL1 certified for simplex 
operations. See the Orbit 60 Series SIL User 
Guide (134M0398) for details and requirements 
related to achieving SIL2 with this module.

External Display
Bently Nevada offers three display systems with 
different resolution, capabilities, mounting 
options, accessories, and certifications. Not all 
options are available for all displays.

60X/EXDAA-BB-CC

AA – Display

01 10.4" Hazardous Area Display

02 15" Hazardous Area Display 
(for Class 1 Div 2) CSA/NRTL/C

04 21.5" Display

BB – Agency Approvals

00 No Approval Certifications

01 CSA/NRTL/C (Class 1 DIV 2)
(only available for the 60X/EXD01 10.4 
in display and 60X/EXD02 15 in 
display)

02 Multi (CSA, ATEX, IECEX)
(only available for the 60X/EXD01 10.4 
in display)

CC – Mounting Options

01 19" Rack Mount Panel

02 Panel Mount Kit

04 Independent Mount 
(only available for the 60X/EXD01 10.4 
in display)

Industrial Computer for Display

60X/CMP01-AA

AA – Agency Approvals

00 No Approval Certifications

01 CSA/NRTL/C (Class 1 DIV 2)

60X/CMP01-AA

02 Multi (CSA, ATEX, IECEX)

Includes DIN Mounting Kit, 24 Vdc 90-Watt DIN 
Mountable Power Supply, USB Mouse, 24 Vdc 
Power Cable, 10' (3 m) Ethernet Cable. A 20’ 
Ethernet cable accessory is available.

Front Panel Configurations

60R/PNLAA

3U Front Panel: SIM w/ No Display

60R/PNL01 with options for country-
specific codes 

3U Front Panel: No SIM & No Display

60R/PNL03 with options for country-
specific codes 

6U Front Panel: SIM w/ No Display

60R/PNL07 with options for country-
specific codes

No part number is offered for Bulkhead spare 
or replacement front panel.

Accessories

Part Number Description

Dongles and Cables

Note: The Buffered Transducer Output 
(BTO) accessories are only intended for 
temporary installation for diagnostic 
purposes and not intended to be used for 
machinery protection.

See the Dynamic Input User Guide (137M0698) 
for more information on dynamic module BTO 
connections and accessory details.

60X/BTC02 BTO Breakout Block Kit
Includes 6 ft (1.8 m) cable and 
BNC output block

60X/BTC11 BTO Breakout ADRE Cable
16 ft (4.9 m) cable with SMA 
connectors

94/98

ORBIT 60 SERIES System Overview
Datasheet 137M5182 Rev. AA


