
Allen-Bradley 1394C-SJT10-D
Bulletin 1394 SERCOS Interface System | Model-Relevant Manual Extract

Source document: Rockwell Automation, Installing Your 1394 SERCOS Interface System, Publication 1394-IN002B-EN-P (February 2004).

PRODUCT SERIES

Series C

SYSTEM CAPACITY

Up to 4 axes

RATED AC INPUT

324-528 VAC, 3-phase

CONTINUOUS OUTPUT

8/10 kW

Exact-model evidence in the manufacturer manual
Catalog item Documented model relevance

1394C-SJT10-D Series C SERCOS system module; the catalog-number table identifies the 10 kW system module.

SP-74102-006-02 Three-phase AC line filter documented as suitable for 1394C-SJT10-D system modules.

1394-SR10A External passive shunt resistor available when the 1394C-SJT05/10-D internal shunt capability is exceeded.

Installation and compliance
•  Install the 1394 SERCOS interface system inside an
enclosure.

•  Route grounded input-power wiring in conduit outside the
enclosure and separate power cables from signal cables.

•  The units were tested to Council Directive 73/23/EEC; EN
50178-1 and EN 60204-1 apply in whole or in part.

•  Use Appendix B of the manufacturer manual for interconnect
information.

System integration context
•  Each multi-axis system module accommodates as many as
four compatible axis modules.

•  ControlLogix or SoftLogix connects through a 1756-MxxSE
module or 1784-PM16SE PCI card over SERCOS fiber.

•  The manual identifies MP-Series, 1326AB and 1326AS
servo-motor families for the 1394 SERCOS system.

•  RSLogix 5000 supports programming, commissioning and
maintenance of the Logix controller family.

Technical pages retained from the manufacturer document
Page 2 System-module power specifications for the 1394C-SJT05-D, 1394C-SJT10-D and 1394C-SJT22-D

Page 3 Supplementary protection, fuse and contactor specifications

Page 4 System-module dimensions and mounting-hole detail

Page 5 Series C catalog-number identification

Reflowed from verified Rockwell Automation model-relevant content; subsequent pages retain the original technical layouts. 1 / 5
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A-2 Specifications and Dimensions

Power Specifications This section contains power specifications for the 1394 SERCOS 
interface system.

System Module Power Specifications

1 1394C-SJT05-D, -SJT10-D, and -SJT22-D system modules are limited to four contactor cycles per minute.
2 Peak inrush current is limited by an internal 80 ohm resistor. The 8A peak inrush current for all Series C system 

modules will experience no more than a 40A peak loss (less 1 ms).
3 The peak power output rating is based on a current limit of 105% of two times the rated continuous current output 

for 600ms or the rated peak power output for a duration equal to the equivalent watt-seconds.

The: For the 1394C-SJT05-D is: For the 1394C-SJT10-D is: For the 1394C-SJT22-D is:

Rated AC input voltage 324-528V AC, 50/60 Hz  
Three phase

324-528V AC, 50/60 Hz  
Three phase

324-528V AC, 50/60 Hz  
Three phase

AC input current (Arms) 6.5A 13.0A 28.6A

Peak inrush current1, 2 8A 8A 8A

Line loss ride through 20 ms 20 ms 20 ms

Nominal bus output voltage 530/680V dc 530/680V dc 530/680V dc

Continuous power output 4/5 kW 8/10 kW 17/22 kW

Peak power output3 28 kW 28 kW 136 kW

Efficiency 99% 99% 98%

Weight 10.68 kg (23.5 lb) 10.68 kg (23.5 lb) 12.9 kg (28.5 lb)

Continuous current output (Adc) 7.36A 14.73A 33.8A

Intermittent current output (Adc) 15.0A 29.46A 200A

Capacitance 220 µF 345 µF 660 µF

Inductance 1000 µH 750 µH 500 µH

Internal shunt resistor 200W continuous, 40,000W peak (two second maximum on 
time) No internal Shunt Resistor
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To avoid nuisance tripping, refer to the following table and select the 
appropriate combination of system module, supplementary circuit 
protection device, and axis modules.

Fuse Specifications

Contactor (M1) Specifications

1 Consider using a 60A contactor when the total capacitance of the axis modules is greater than 880 µF. 
2 x indicates coil voltage.
3 A surge suppressor is required.

Use System Module:
With Supplementary 
Circuit Protection 
Device:

And Axis Module Combination:

1394C-SJT05-D

1492-CB3-H300

Any combination of AM03 and AM04 up to 4 axis modules. Any 
combination of AM03, AM04, and AM07 where no more than two 
AM07s are being used. Use of other combinations of axis 
modules with this system module may result in nuisance tripping 
on power up due to a higher inrush current.

A 1492 device is not 
recommended for this 
option.

Other combinations of AM07, AM50, and AM75s. Some local 
electrical codes require that the circuit breaker rating not exceed 
400% of the full load device current. The inrush current draw of 
the 1394 in some combinations exceeds the 30A breaker and will 
result in nuisance tripping.

1394C-SJT10-D 1492-CB3-H500 All

1394C-SJT22-D 1492-CB3-H500 All

System Fuse Description Rating

1394-SJT05 systems Series A and B Bussmann® FRS-R-20A or equivalent 600V ac, 20A

1394C-SJT05 systems Series C and D
Bussmann KTK-R-20 or equivalent 600V ac, 20A

Bussmann LPJ-SP 20 or equivalent 600V ac, 20A

1394-SJT10 systems Series A and B Bussmann FRS-R-30A or equivalent 600V ac, 30A

1394C-SJT10 systems Series C and D
Bussmann KTK-R-30 or equivalent 600V ac, 30A

Bussmann LPJ-SP 30 or equivalent 600V ac, 30A

1394x-SJT22 systems

Bussmann FRS-R-35 or equivalent 600V ac, 35A

Bussmann LPS-RK-SP 40 or equivalent 600V ac, 40A

Bussmann LPJ-SP 45 or equivalent 600V ac, 45A

Contactor 1394-SJT05 and -SJT10 
(Series A and B)

1394C-SJT05 and -SJT10 
(Series C and D) 1394x-SJT22

Rating 600V ac, 43A1 600V ac, 23A 600V ac, 37A

Recommended 
types:

AC Coil Operation Allen-Bradley 100-C43x102,3 Allen-Bradley 100-C23x102,3 Allen-Bradley 100-C37x102,3 

DC Coil Operation Allen-Bradley 100-C43Zx102 Allen-Bradley 100-C23Zx102 Allen-Bradley 100-C37Zx102 
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Dimensions Within this section, you will find dimensions for the 1394 SERCOS 
interface system modules and axis modules.

1394 System Module Dimensions

Figure A.3
1394C-SJT05-D, 1394C-SJT10-D and 1394C-SJT22-D System Module
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Status

Fastener
location  1

DANGER
RISK OF ELECTRICAL SHOCK. HIGH VOLTAGE MAY
EXIST UP TO FIVE MINUTES AFTER REMOVING POWER.

1394C-SJT22-D
System Module

Feedback Cable Clamps

280
(11.02)

All Slots Accept M6 or 1/4-20 Mtg. Screws

Mounting Hole Detail

8.0 (0.31)

8.0 (0.31)

10.1 (0.40)

15.9 (0.63)

Dimension shown is for mounting hardware
location and does not reflect the location of 
the lower slot radius.
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1394C-SJT05 or
1394C-SJT10-D
System Module

Important:  Additional clearance below the system module is 
necessary to provide the recommended cable bend radius. Refer to 
the Motion Control Selection Guide (publication GMC-SG001x-EN-P) 
for more information.
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Appendix C

Catalog Numbers and Accessories

Chapter Objectives This appendix lists the 1394 system components and accessory items 
in tables by catalog number, providing detailed descriptions of each. 
This appendix describes catalog numbers for:

• 1394 System Modules

• 1394 Axis Modules

• RSLogix 5000 Software

• AC Line Filters

• External Shunt Modules

• Cables

• 1394 Accessories

Contact your local Allen-Bradley sales office for additional 
information. Refer to the Motion Control Selection Guide (publication 
GMC-SG001x-EN-P) for detailed information on products.

1394 System Modules 1394 system modules have power ratings of 5, 10, and 22 kW. 
Available 1394 system modules are listed in the table below.

Description Catalog Number

System Module, 5 kW with SERCOS interface, Series C,  
controls up to four axes 1394C-SJT05-D

System Module, 10 kW with SERCOS interface, Series C,  
controls up to four axes 1394C-SJT10-D

System Module, 22 kW with SERCOS interface, Series C,  
controls up to four axes 1394C-SJT22-D


