Technical Data @ Allen-Bradley

1794 FLEX 1/0 Analog, TCand RTD Modules Specifications

Standard FLEX 1/0 Catalog Numbers 1794-1E12, 1794-1E4XOE2, 1794-1E8, 1794-1E8XOE4, 1794-1F2X0F21, 1794-IF4l,
1794-1R8, 1794-IRT8, 1794-1T8, 1794-0E12, 1794-0E4, 1794-0F4|

FLEX1/0 XT Catalog Numbers 1794-1E4AXOE2XT, 1794-1E8XT, 1794-IF2XOF2IXT, 1794-IF4IXT, 1794-IRT8XT, 1794-0E4XT,
1794-0F4IXT
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e — = The FLEX I/O module plugs into the terminal base, connecting to
;a%%ggg‘%ﬂ%%%% the I/O bus and field devices. Since there is no direct wiring to the
] I/O module, you can remove and insert modules under backplane

= power, enabling you to change modules without disturbing field
s wiring, other I/O modules, or FLEX backplane power.

This flexibility gives you the following choices of I/O signal types:

’ﬁ:{;‘% i;f ;, p - Analog: current or voltage

= weelT0 | e Temperature: thermocouple or RTD
e o Combo modules: combination of input and output capability
T e Harsh environments: use FLEX I/O XT in harsh environments
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Additional Resources

These documents contain additional information concerning related products from Rockwell Automation.

Resource Description

Industrial Automation Wiring and Grounding Guidelines, publication 1770-4.1 Provides general guidelines for installing a Rockwell Automation industrial system.

Product Certifications website, http://www.rockwellautomation.com/products/certification/ | Provides declarations of conformity, certificates, and other certification details.

You can view or download publications at http://www.rockwellautomation.com/literature/. To order paper copies of

technical documentation, contact your local Allen-Bradley® distributor or Rockwell Automation sales representative.
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http://www.rockwellautomation.com/products/certification/
http://www.literature.rockwellautomation.com/idc/groups/literature/documents/in/1770-in041_-en-p.pdf
http://www.rockwellautomation.com/literature/
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1794 FLEX I/0 Analog, TCand RTD Modules Specifications

Available 1794 Analog, TC and RTD Modules

FLEX1/0 Module Types
Type Description
Analog FLEX1/0 analog input, output and combination modules are block transfer modules that interface analog signals with any Allen-Bradley
programmable controllers that have block transfer capability. Block transfer programming moves input from the module’s memory to a
designated area in the processor data table, and output data words from a designated area in the processor data table to the module’s
memory. Block transfer programming also moves configuration words from the processor data table to module memory.
Thermocouple /mV This module type is a temperature/mV measuring module that accepts inputs from a variety of thermocouples and from the mV source in
the range of £76.5 mV.
Thermocouple/RTD The module type is a high-speed, high-accuracy temperature/mV measuring module that accepts thermocouple inputs, 2-, 3-, and 4-wire
RTD inputs, and mV source inputs.
RTD The RTD module type is a temperature-measuring module that accepts 2- ,3- and 4-wire RTDs in the range of 1...433 Q..
FLEX 1/0 Modules
Module Type Catalog Number Page
Analog Input 1794-1E8 3
1794-1E8XT
1794-1E12
1794-IF41 6
1794-IFAIXT
Output 1794-0E4 9
1794-0E4XT
1794-0E12
1794-0F4| n
1794-0F4IXT
Combination 1794-1E4X0E2 14
1794-IE4XO0E2XT
1794-IE8XOE4
1794-1F2X0F2I 17
1794-IF2X0F2IXT
Thermocouple/RTD 1794-IT8 20
1794-IR8
1794-IRT8 PX]
1794-IRT8XT
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1794 FLEX 1/0 Analog, TCand RTD Modules Specifications

1794-0E4, 1794-0E4XT, 1794-0E12

FLEX I/O Analog 4 Output Module, Analog 4 Output Extreme Temperature Module and Analog 12 Output Module

Technical Specifications

Attribute 1794-0E4 1794-0E4XT 1794-0E12
Number of outputs 4single-ended, nonisolated 12 single-ended, nonisolated
Indicators 1 red/green power/status indicator
Flexbus current, 5V DC 15mA 80 mA
Power Supply | Specification
Voltage: 24V DCnominal, 10.5 ... 31.2V DC (includes | 24V DCnominal, 10.5 ... 31.2V DC (includes | 24V DCnominal, 10.0...31.2V DC (includes
5% ACripple) 5% ACripple) 5% ACripple)
Current: 150 mA @ 24V DC 180 mA @ 24V DC 320 mA @ 24V DC
Certification
Voltage: 24V DC 10.5...31.2VDC 24V DC
Current: 150 mA 180 mA 320mA
Output voltage | Specification 0V output until module is configured 0V output until module is configured
terminal icati +10V (user configurable) +10V (user configurable)
Certification 0...10V user configurable)
Output current | Specification 0 mA output until module is configured
terminal eat 4...20 mA (user configurable)
Certification 0...20 mA (user configurable)
Output resolution 12 bits plus sign 16 bit
Voltage: 0.156 mV/cnt 320 pV/ent
Current: 0.320 pA/cnt 0.641 pA/cnt
Output conversion type Pulse with modulation Digital to analog converter

Output conversion rate

1.024 ms all channels

8 msall channels

Step response to 63% of full scale,
output

24ms

~70% 1st convert; 96% 2nd convert; 100%
3rd convert

Absolute accuracy(”

Voltage:
Current:

0.133% full scale @ 25 °C
0.425% full scale @ 25 °C

0.1% full scale @ 25 °C
0.1% full scale @ 25 °C

Accuracy drift with temperature(”

Voltage Terminal:
Current Terminal:

0.0045 % full scale/°C
0.0069 % full scale/°C

0.004 % full scale/°C
0.004 % full scale/°C

(alibration Factory calibrated
Load on output voltage 3 mA max
Load on output current 15...750Q 0...750Q
Isolation voltage 50V (continuous), Basic Insulation Type, between field side and system
Type tested @ 850V ACfor 60 s
No isolation between individual channels.
Power dissipation, max 5.62W@31.2VDC 7.68 W @ 24V DC
Thermal dissipation 19.2 BTU/hr @ 31.2V DC 26.2 BTU/hr @ 24V DC
Recommended terminal base 1794-TB2, 1794-TB3, 1794-TB3S, 1794-TB3T, 1794-TB3TS, 1794-TBN 1794-TBKD, 1794- 1794-TB3G or 1794-TB3GS

TB37DS, 1794-TB37EXD4CMS, 1794-TB37EXD4VM8

Terminal base screw torque 0.8 Nm (7Ib-in.)
1.0 Nm (9 Ib-in.) for 1794-TBN
Wire type Shielded
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Technical Specifications

IEC 60068-2-2 (Test Bd, Operating Dry Heat),
IEC 60068-2-14 (Test Nb, Operating Thermal Shock):

Attribute 1794-0E4 1794-0E4XT 1794-0E12
Wire size, power connections Determined by installed terminal base
North American temperature code | T4 T3C T4A
[EC temperature code T4 3 -
Enclosure type rating None (open-style)
Dimensions, approx. (HxWxD) 46x94x53mm (1.8x3.7x2.1in.)
Publication, Installation 1794-IN100 1794-IN125 1794-IN106
Instructions
(1) Includes offset, gain, non-linearity and repeatability error terms
Environmental Specifications
Attribute 1794-0E4 | 1794-0E4XT | 1794012
Temperature, operating IEC 60068-2-1 (Test Ad, Operating Cold),

-20...55°C (-4...131°F) | 20...70°C (-4...158°F)

‘ 220...60°C(-4...140°F)

Temperature, nonoperating

IEC60068-2-1 (Test Ab, Unpackaged Nonoperating Cold),
[EC 60068-2-2 (Test Bb, Unpackaged Nonoperating Dry Heat),
IEC 60068-2-14 (Test Na, Unpackaged Nonoperating Thermal Shock):

-40...85°C(-40...185°F)

Relative humidity IEC 60068-2-30 (Test Db, Unpackaged Nonoperating Damp Heat):
5...95% noncondensing
Vibration IEC 60068-2-6 (Test Fc, Operating):
59@10...500 Hz
Shock, operating IEC 60068-2-27 (Test Ea, Unpackaged Shock):
309
Shock, nonoperating IEC 60068-2-27 (Test Ea, Unpackaged Shock):
509
Emissions CISPR 11: Group 1, Class A
ESD immunity IEC61000-4-2:
6 kV contact discharges
8 kV air discharges
Radiated RF immunity IEC 61000-4-3: IEC 61000-4-3:
10V/m with 1 kHz sine-wave 80% AM from 80. ..2000 MHz 10V/m with 1 kHz sine-wave 80% AM from
10V/m with 200 Hz 50% Pulse 100% AM @ 900 MHz 80...2000 MHz

10V/m with 200 Hz 50% Pulse 100% AM @ 1890 MHz
10V/m with 1 kHz sine-wave 80% AM from 2000. ..2700 MHz

10V/m with 200 Hz 50% Pulse 100% AM @ 900 MHz
10V/m with 200 Hz 50% Pulse 100% AM @ 1890 MHz
3V/m with 1kHz sine-wave 80% AM from
2000...2700 MHz

EFT/B immunity

IEC61000-4-4:

+2kV @ 5 kHz on power ports
+2kV @ 5 kHz on signal ports

IEC 61000-4-4:

+4kV @ 5 kHz on power ports
+2kV @ 5 kHz on signal ports

Surge transient immunity(” IEC 61000-4-5: -
+2kV line-earth (CM) on shielded ports
Conducted RFimmunity IEC 61000-4-6:

10V rms with 1 kHz sine-wave 80% AM from 150 kHz. . .80 MHz

(1) Do not exceed a length of 10m (33ft) for input/output signal cabling.
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http://literature.rockwellautomation.com/idc/groups/literature/documents/in/1794-in106_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/in/1794-in100_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/in/1794-in125_-en-p.pdf

