6ED1052-1HB08-0BA1

Siemens LOGO! 24RCE Logic Module

Product scope

» Combines eight 24 VV AC/DC digital inputs with four relay outputs.
* Provides a display, Ethernet interface and integrated web server.
» Stores up to 400 function blocks and supports modular expansion.

» Uses LOGO! Soft Comfort V8.3 or higher for the documented functions.

Manufacturer source

Siemens official data sheet for 6ED1052-1HB08-0BA1

The enclosed Siemens pages identify the exact article number shown above. They are retained without changes to
manufacturer technical content.
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SIEMENS

Data sheet 6ED1052-1HB08-0BA1

LOGO! 24RCE, logic module,display PS/I/O: 24V AC/DC 24V/relay, 8 DI/4 DQ,
memory 400 blocks, modular expandable, Ethernet, integrated web server, data
log, user-defined web pages, standard microSD card for LOGO! Soft Comfort V8.3
or higher, older projects executable cloud connection in all LOGO! 8.3 basic units

SIEMENS

Figure similar
with display Yes
Mounting on 35 mm DIN rail, 4 spacing units wide
Rated value (DC)
24\ DC Yes
permissible range, lower limit (DC) 204V
permissible range, upper limit (DC) 288V
Rated value (AC)
© 24V AC Yes
Cbmefrequency
e permissible range, lower limit 47 Hz
e permissible range, upper limit 63 Hz
o Number 400; Max. 400, function-specific
e Power reserve 480 h
Number of digital inputs 8
Number of digital outputs 4; Relays
Short-circuit protection No; external fusing necessary

Switching capacity of contacts

— with inductive load, max. 3A
— with resistive load, max. 10A
EMC
e Limit class B, for use in residential areas Yes; Radio interference suppression according to EN55011, Limit Value Class

Standards, approvals, certificates

|

CE mark Yes
CSA approval Yes
UL approval Yes
FM approval Yes
developed in accordance with IEC 61131 Yes
according to VDE 0631 Yes
Marine approval Yes
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Ambient conditions

® min. -20 °C; No condensation
® max. 55 °C
e min. -40°C
® max. 70°C
e Ambient air temperature-barometric pressure-altitude Tmin ... Tmax at 1 080 hPa ... 795 hPa (-1 000 m ... +2 000 m)
Width 71.5mm
Height 90 mm
Depth 60 mm
last modified: 911012023 &
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Ready to source this part?

Ask for availability, pricing and delivery options.

Request a fast quote

Include the product title and any required part number or quantity.

EMAIL

info@apterpower.com

SCAN TO CHAT ON WHATSAPP

PHONE

+86 18106909650

REQUEST A QUOTE

PRODUCT: 6ED1052-1HB08-0BA1

Manufacturer pages are reproduced without alteration to technical content.

Apter Power is not an authorized distributor, reseller or representative of the products featured.
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